MAS 7

Technical specification

Product

LOGO! Power (24 V/[1.3 A), primary switched power supply

Supply voltage
Output voltage, current

SIMATIC 57-200

Supply voltage
Interfaces

CP 243-2 (AS-i-Master), expansion module

AS-Interface specification
AS-Interface connection

Compact module K60, AS-i-Modul
Mounting plate for wall mounting

Safe compact module K45F, AS-Interface module (safe)
Mounting plate for wall mounting

Limit switch
Operating voltage

EMERGENCY STOP with AS-i F-adapter
(operator control and communications element)

Safety Monitor
AS-Interface power module 3 A (single)
Accessories

AS-i cable yellow
AS-l cable black

Configuring software/tools

STEP 7 Micro/WIN
RS232 PCIPPI cable
Addressing device

software to configure the application in the Safety Monitor
Cable set connecting PC/Safety Monitor and S-monitor/S-monitor

6EP1 3 [B[1HT1]SIH][0]2]

85 ... 264 VAC
24V DC, 1.3 A

6E57 2 [1][2H{1][AIBI2][3]H{0]X][B]0]

20.4 .. 28.8V DC

1 x RS485 communication interface

6GK7 243-2AX01-0XA0

V2.1
2 x terminal connection

3RK1T 400-1DQO0-0AAS
3RK1 201-0CAQD

3RK1 205-0BQ00-0AA3
3RK1 901-2EAQD

35F3 200-6GV0O0-0BAT

26.5..31.5V

35F5 402-1AAQ03
35B3 500 THAZ0

3RKT 105-1AEQ4-0CAD

3RX9 501-0BACO

3RX9010-0AA00
3RXS 020-0AA00

6ES7 810-2CC03-0YX0
6ES7 901-3CB30-0XA0
3RK1 904-2AB01
3RK1 802-2FB06-0GAD
3RK1 901-5AA00



