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Siemens PROFIBUS PA Instruments and SIMATIC PDM  

Connecting a Siemens PROFIBUS PA Instrument to SIMATIC PDM using PROFIBUS PA

Objective:  • Become familiar with the instrument wiring requirements and PROFIBUS PA 
• Become familiar with SIMATIC PDM configuration tool 

Equipment: • Siemens PROFIBUS PA instrument 
• Siemens PROFIBUS PA instruction manual  
• SIMATIC PDM ver. 6.0 (SP. 1) 

• PROFIBUS interface  
• PC or laptop 

 
While every effort was made to verify the following information, no warranty of accuracy or usability is expressed or implied. 

Overview: 
SIMATIC Process Device Manager (PDM) is the Siemens configuration software used to set up any Siemens PROFIBUS PA 
device. All parameters are accessed through PDM, and configuration data is saved in projects. SIMATIC PDM also provides 
diagnostic information, permitting the user to view echo profiles and check set points. 
 
There are two popular methods of connecting a PROFIBUS DP network to a PROFIBUS PA network:  

Á Using a coupler 
Á Using a link-coupler 

This guide discusses the simplest form of setup, using the coupler. 
 
To ensure that SIMATIC PDM connects properly, please complete the two processes outlined in Initial Setup: 

Á Updating the Device Description 
Á Installing the PROFIBUS DP interface card 

 
In this Application Guide, the example of a Pointek CLS 200 is used. However, the same procedures apply to any Siemens PROFIBUS PA 
instrument. 
 
This Application Guide discusses the following topics: 

Á Setting up SIMATIC PDM  
Á Setting up a PROFIBUS network 
Á Adding the Siemens instrument (PROFIBUS PA version) to a project 
Á Viewing and editing parameters 
Á Using SIMATIC PDM LifeList for quick access 

 

With the release of version 6.0, a single point version was introduced. The single point version uses a different method to connect to the 
field instrument, connecting to one instrument instead of supporting the advanced networking like all other versions of PDM. With the 
single point version, there is no need to create a project. The device is accessed via LifeList using the procedure outlined at the end of 
this guide. 

APPLICATION GUIDE
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Initial setup 

Installing SIMATIC PDM 

Using the defaults, install SIMATIC PDM as per the instructions on the purchased CD. Be sure to insert the Device Library CD at 
the section called Manage Device Catalog. All of the Siemens Device Descriptions (DDs) must be selected. 

When to update the device description 

Although SIMATIC PDM is shipped with the Device Descriptions that are current when the software was last released, updates 
and revisions to the DD between releases of PDM may lead to discrepancies.  Please note that the DD being used must match 
the revision number of the product.  As a general rule, Siemens recommends updating to the latest DD (see below for 
instructions).  
 
After a project has been created, the DD can be viewed. 
 
 
 

1. Right-click the object and select Object properties. 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

2.      Select the Device tab.  
• Under the Device tab, the DD_REVISION is displayed. Select a different DD by clicking on New Selection. 

 
 

 

 

right -click

NOTE: See the section entitled Opening up a New Project  on page 7 for details on launching a project. 
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Updating the device description 

NOTE: Make sure that SIMATIC PDM software is not running while the device description is updated. 
 
The latest PROFIBUS device description for Simatic PDM is available for free download from the instrument’s product page at 
www.siemens.com/processautomation: 

1. On the product page, go to Downloads and select the appropriate DD. For example, if you are connecting to a Pointek 
CLS 200, go to the Pointek CLS 200 product page and select PROFIBUS Pointek CLS 200 version … for SIMATIC PDM.  

2. Save the ZIP file to a directory on the terminal and then double-click to open it. 
 
For versions prior to 6.0: 

1. Extract the files to a directory, and run the program DeviceInstall.exe. 
2. DO NOT run this program from within the ZIP window because it will not install correctly.  
3. Follow the directions in the installation wizard. 
4. After installation, close and delete the ZIP file. 
5. Open SIMATIC PDM. 
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For version 6.0 and newer: 

1. Extract the files to a directory and then run the program called Manage Device Catalog (found under 
SIMATIC/SIMATIC PDM).  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
2.        Click Browse to locate the extracted files. 
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3.  Click OK. 
4.   Select the desired DDs and click OK to import. 

Installing PROFIBUS DP interface card 

The recommended PROFIBUS DP interface cards are: 
Á CP5611 (for desktop computers) 
Á CP5511/CP5512 (PCM/C1A card for laptop computers) 

 
        1.      After installing SIMATIC PDM, power down the terminal. 
        2.      Plug the appropriate card into the slot. 
        3.      Power up: the Operating System automatically recognizes the interface card and sets it up. 
        4.      Click Start/ SIMATIC/STEP 7/Setting the PG/PC interface.  

 

 
 

        5.      In the Access Path window, highlight CP5611/CP5612 (PROFIBUS) and click Properties.   
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 



IMPORTANT!  
Á If you are connected to a network with a PROFIBUS Master, then make sure PG/PC is the only master on 

the bus is unchecked. 
Á if your computer is the only Master, make sure PG/PC is the only master on the bus is checked.
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Opening up a new project 

1. Launch SIMATIC manager. 
2. Select FILE/NEW to open the New Project window and enter the project name.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3. Click OK to open the Sample Project window. 
 
 
 
 
 

31.25 kbps
PROFIBUS PA

PROFIBUS DP

45.45 kbps

coupler

Pointek CLS 200 

active PLC 

PC/laptop

project name 
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4. Right-click Net and select Insert New Object/PROFIBUS DP net.  

 

 

 

 

 

 

 

5. Right-click PROFIBUS DP net and select Insert New Object/PROFIBUS PA device.  

  
 
 
 

 
 
 
 

 
 
 
 
 
 

 
 

NOTE: The address here must match the address in the device. See the Instruction Manual for details. 
 

 
 
 

right-click 

Fill in Name and 
Address fields.  
The factory default 
address is 126. 
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6. Click OK to re-open Process Device Network View window. 
 

 
 
7. Double click the instrument to open the User ID window.  
8. Select Specialist and click OK. 

 
 

 
 
 
 
 

Data display 

The next steps depend on the type of instrument being configured.  
 
For all non-capacitance Siemens instruments: 

1. Go to Sensors/Level/Echo/SIEMENS MILLTRONICS. 
2. Double-click the appropriate device to open the device window. 

For capacitance instruments: 
1. Go to Sensors/Level/capacitive/SIEMENS MILLTRONICS. 
2. Double-click the appropriate instrument to open the device window. 
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To change Address: 

1. Click Device/Set Address. 

 
2. Enter new address value and click Assign Address. 

 

SIMATIC PDM LifeList access 
PDM LifeList gives immediate access to the instruments connected to the terminal. Any changes made to parameters can be 
saved upon exit and used to alter settings after PDM is launched.  
 

1. In the SIMATIC program folder, select Step 7 and then click SIMATIC PDM – LifeList to select the communication 
device. 

2. In the LifeList setup window, select the following: 
• PROFIBUS 
• Scan subnets 
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3. Click OK to open the access window. 
4. Click the Start button (fourth from right) to access SITRANS CLS 200. 
5. The Device status will be displayed as Not Validated and will remain so until the PDM has been launched and the 

project has been saved. 
 

 
 
6. Double click on the instrument’s icon to open the User ID box.  
7. Select Specialist. 
8. Click OK to open the instrument’s Temporary Project window. 

 

 
 
9. Open the instrument’s folder in the left pane and select the parameter values requiring adjustment. 
10. Use the Menu options to access application data and to adjust the instrument’s performance. 
11. Use the Upload and Download buttons to configure the unit and to get data. 
 

Start 
button 

Device 
status 
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12. Click File and then Exit to close the LifeList window.  
13. The data may now be saved and imported into a project file. 

Download to 
device 

Upload to 
PG/PC 




