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Actualización de firmware – SIMATIC 
S7-1500
[bookmark: _Toc501700160]Objetivos
En este capítulo se muestra cómo comprobar y actualizar la versión de firmware de la CPU de SIMATIC S7-1500 con la ayuda del TIA Portal.
Pueden utilizarse los controladores SIMATIC S7 indicados en el capítulo 3.
[bookmark: _Toc501700161]Requisitos
Este módulo no requiere conocimientos previos para poder concluirlo satisfactoriamente.
[bookmark: _Toc476488324][bookmark: _Toc501700162]Hardware y software necesarios
1	Estación de ingeniería: Requisitos de hardware y sistema operativo 
(Para más información, ver Readme/Léame en los DVD de instalación del TIA Portal)
2	Software SIMATIC STEP 7 Professional en el TIA Portal V14 o superior
3	Controlador SIMATIC S7-1500, p. ej., CPU 1516F-3 PN/DP, firmware V1.6 o superior 
con Memory Card 
 (
2 SIMATIC 
STEP 7 Professional
 (TIA Portal) a partir de V14
)[image: 004] (
1 
Estación de ingeniería
)[image: G_SY02_XX_00070I]4	Conexión Ethernet entre la estación de ingeniería y el controlador 
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 Conexión Ethernet
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3
 Controlador SIMATIC S7-1500
)[image: S7-1500_MC]


[bookmark: _Toc383196602][bookmark: _Toc501700163]
Teoría
[bookmark: _Toc501700164]Sistema de automatización SIMATIC S7-1500
[bookmark: _Toc417506355][bookmark: _Toc420567292][bookmark: _Toc417506359]El sistema de automatización SIMATIC S7-1500 es un sistema de control modular para las gamas media y alta. 
Existe una amplia gama de módulos para poderse adaptar de forma óptima a cada tarea de automatización.
SIMATIC S7-1500 es la versión perfeccionada de los sistemas de automatización SIMATIC S7‑300 y S7-400, y ofrece las siguientes nuevas prestaciones:
· Mayor rendimiento del sistema
· Funcionalidad Motion Control integrada
· PROFINET IO IRT
· Display integrado para el manejo y diagnóstico a pie de máquina
· Innovaciones del lenguaje STEP 7 sin renunciar a ninguna de las funciones ya conocidas

El controlador S7-1500 se compone de una fuente de alimentación ①, una CPU con display integrado ② y módulos de entradas y salidas para señales digitales y analógicas ③. 
Los módulos se montan en un perfil soporte con perfil DIN integrado ④. En caso necesario, se pueden utilizar también procesadores de comunicaciones y módulos de función para tareas especiales, como p. ej., el control de motor paso a paso.
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)[image: ]

El sistema se programa con el software SIMATIC STEP 7 Professional.
[bookmark: _Toc438059206][bookmark: _Toc501700165]
Elementos de mando y visualización de la CPU 1516F-3 PN/DP
[bookmark: _Toc383196622][bookmark: _Toc438059207]La figura siguiente muestra los elementos de mando y visualización de una CPU 1516F-3 PN/DP.
La disposición y el número de elementos de otras CPU pueden diferir de esta figura.
[bookmark: _Toc501700166]Vista frontal de la CPU 1516F-3 PN/DP con display integrado
[image: ]
1)	Indicadores LED del estado operativo actual y el estado de diagnóstico de la CPU
2)	Pantalla
3)	Teclas de mando
[bookmark: _Toc438059208][bookmark: _Toc383196623][bookmark: _Toc501700167]Indicadores de estado y error
La CPU está equipada con los siguientes indicadores LED:
[image: ]
1)	LED RUN/STOP (LED amarillo/verde)
2)	LED ERROR (LED rojo)
3)	LED MAINT (LED amarillo)
4)	LED LINK RX/TX para puerto X1 P1 (LED amarillo/verde)
5)	LED LINK RX/TX para puerto X1 P2 (LED amarillo/verde)
6)	LED LINK RX/TX para puerto X1 P1 (LED amarillo/verde)
[bookmark: _Toc438059209][bookmark: _Toc383196624][bookmark: _Toc501700168]Elementos de mando y conexión de la CPU 1516F-3 PN/DP detrás de la tapa frontal
[image: ]
1) 	Indicadores LED del estado operativo actual y el estado de diagnóstico de la CPU
2) 	Conexión del display
3) 	Ranura para la SIMATIC Memory Card
4) 	Selector de modo
5) 	Indicadores LED para los 3 puertos de las interfaces PROFINET X1 y X2
6) 	Direcciones MAC de las interfaces
7) 	Conexión del display
8) 	Ranura para la SIMATIC Memory Card
9) 	Selector de modo
10) 	Indicadores LED para los 3 puertos de las interfaces PROFINET X1 y X2
11) 	Direcciones MAC de las interfaces

Nota: La tapa frontal con el display se puede extraer e insertar durante el funcionamiento.

[bookmark: _Toc383196625][bookmark: _Toc438059210][bookmark: _Toc501700169]
SIMATIC Memory Card (MC)
Como módulo de memoria para las CPU se utiliza una SIMATIC Micro Memory Card (MC). La Memory Card es una tarjeta de memoria preformateada compatible con el sistema de archivos de Windows. Está disponible con distintas capacidades de almacenamiento y puede usarse para los siguientes fines:
· Soporte de datos transportable
· Tarjeta de programa
· Tarjeta de actualización de firmware
La MMC debe estar insertada para que la CPU funcione, ya que las CPU no poseen memoria de carga integrada. Para la escritura y lectura de la SIMATIC Memory Card con la PG / el PC se requiere un lector de tarjetas SD convencional. Con él, p. ej., pueden copiarse archivos con el Explorador de Windows directamente a la SIMATIC Memory Card.
Nota: Se recomienda introducir o extraer la SIMATIC Memory Card solo con la CPU en estado DES.

[bookmark: _Toc438059211][bookmark: _Toc383196626][bookmark: _Toc501700170]Selector de modo
El selector de modo sirve para seleccionar el modo de operación actual de la CPU. El selector de modo está diseñado como interruptor de balancín de tres posiciones.
	Posición
	Significado
	Explicación

	RUN
	Modo RUN
	La CPU ejecuta el programa de usuario.

	STOP
	Modo STOP
	La CPU no ejecuta el programa de usuario.

	MRES
	Borrado total
	Posición para efectuar un borrado total de la CPU.



Con el botón del panel de mando de la CPU del software SIMATIC STEP 7 Professional V14, también puede conmutarse el estado operativo (STOP o RUN) con la opción Online & diagnostics (Online y diagnóstico). 
Además, el panel de mando incluye un botón MRES para el borrado total y muestra los LED de estado de la CPU.
[image: ]
[bookmark: _Toc438059214][bookmark: _Toc501700171]Software de programación SIMATIC STEP 7 Professional V14 (TIA Portal V14)
El software SIMATIC STEP 7 Professional (TIA Portal) es la herramienta de programación para los sistemas de automatización:
· SIMATIC S7-1500
· SIMATIC S7-1200
· SIMATIC S7-300
· SIMATIC S7-400
· SIMATIC WinAC

SIMATIC STEP 7 Professional permite utilizar las siguientes funciones para la automatización de una instalación:
· Configuración y parametrización del hardware
· Definición de la comunicación
· Programación
· Prueba, puesta en marcha y servicio técnico con las funciones de operación/diagnóstico
· Documentación
· Creación de visualizaciones para SIMATIC Basic Panels con el WinCC Basic 
integrado.
· Con otros paquetes WinCC también se pueden crear soluciones de visualización para PC y otros Panels.
Todas las funciones cuentan con una detallada ayuda en pantalla.
[bookmark: _Ref393351932][bookmark: _Toc501700172]
Ajustes básicos del TIA Portal
En el TIA Portal, el usuario puede realizar ajustes predeterminados personalizados para determinadas opciones. Aquí se muestran algunos ajustes importantes.
En la vista del proyecto, seleccione el menú  "Options" (Opciones) y a continuación  "Settings" (Ajustes).
[image: ]

Uno de los ajustes básicos es la selección del idioma de la interfaz de usuario y del idioma para la representación del programa. En la presente documentación se utiliza el inglés en ambos casos.
En el menú "Settings" (Ajustes), en el apartado  "General", seleccione en la opción "User interface language" (Idioma de la interfaz de usuario)  "English" y en la opción "Mnemonic" (Mnemónicos)  "International".
[image: ]
Nota: Estos ajustes pueden cambiarse en cualquier momento.

[bookmark: _Toc501700173]
Ajuste de la dirección IP en la programadora
Para poder actualizar la CPU de un controlador SIMATIC S7-1500 desde el PC, programadora o portátil, es necesaria una conexión TCP/IP. 
Las direcciones IP del equipo y de SIMATIC S7-1500 deben concordar a fin de establecer una comunicación vía TCP/IP entre ambos dispositivos.
En primer lugar se describe cómo configurar la dirección IP de un equipo con el sistema operativo 
Windows 10.
Marque el símbolo de red en la barra de tareas de la parte inferior [image: 003] y, a continuación, haga clic en  "Network settings" (Ajustes de red).
[image: ]
En la ventana que se abre con los ajustes de red, haga clic en  "Ethernet" y a continuación en  "Change adapter options" (Cambiar opciones del adaptador).
[image: ]

Seleccione la  "Local Area Connection" (Conexión LAN) desde la que desee conectarse con el controlador y haga clic en  "Properties" (Propiedades).
[image: ]
Ahora seleccione las  "Properties" (Propiedades) del  "Internet Protocol Version 4 (TCP/IPv4)".
[image: ]

Puede utilizar, por ejemplo, la siguiente dirección IP  IP address: 192.168.0.99 e introducir la siguiente máscara de subred  Subnet mask 255.255.255.0. A continuación, aplique los ajustes. ( "OK")
[image: ]
[bookmark: _Toc501700174]
Ajuste de la dirección IP en la CPU
Antes de poder actualizar el firmware de la CPU, primero debe ajustar correctamente la dirección IP de SIMATIC S7-1500 para que la programadora pueda acceder a la CPU vía TCP (comunicación IP). La dirección IP de SIMATIC S7-1500 se ajusta de la siguiente manera.
Seleccione el "Totally Integrated Automation Portal" haciendo doble clic. ( ® TIA Portal V14) 
[image: 010]
Ahora haga clic en  "Online & diagnostics" (Online y diagnóstico) y abra la  "Project view" (Vista del proyecto). 
[image: ]


En el árbol del proyecto, en  "Online access" (Acceso online), seleccione la tarjeta de red que se ha ajustado previamente. Al hacer clic en  "Update accessible devices" (Actualizar dispositivos accesibles), verá la dirección IP (si ya se ha ajustado) o la dirección MAC (si aún no se ha asignado la dirección IP) del controlador SIMATIC S7-1500 conectado. A continuación, seleccione  "Online & diagnostics" (Online y diagnóstico).
[image: ]


En  "Functions" (Funciones) encontrará la opción  "Assign IP address" (Asignar dirección IP). Introduzca aquí, por ejemplo, la siguiente dirección IP:  IP address (Dirección IP): 192.168.0.1  Subnet mask (Máscara de subred) 255.255.255.0. Después haga clic en  "Assign IP address" (Asignar dirección IP) y se asignará esta nueva dirección a SIMATIC S7‑1500. 
[image: ]
Si se produce un error al asignar la dirección IP, se muestra un aviso en la ventana  "Info"  "General".
[image: ]


[bookmark: _Toc438059223][bookmark: _Toc501700175]
Formatear la Memory Card en la CPU
Si no ha podido asignarse la dirección IP, deberán borrarse los datos de programa de la CPU. Esto se hace en dos pasos:  "Format Memory Card" (Formatear Memory Card) y  "Reset to factory settings" (Restablecer configuración de fábrica). 
Seleccione primero la función  "Format Memory Card" (Formatear Memory Card) y luego pulse el botón  "Format" (Formatear).
[image: ]
Confirme que realmente desea formatear la Memory Card haciendo clic en "Yes (Sí)".
[image: ]
Detenga la CPU si fuera necesario ( "Yes" (Sí)).
[image: ]

[bookmark: _Toc417506368][bookmark: _Toc501700176]
Restablecimiento de la configuración de fábrica de la CPU
Antes de poder restablecer la configuración de fábrica de la CPU, deberá esperar a que esta acabe de formatearse. Después debe volver a seleccionar  "Update accesible devices" (Actualizar dispositivos accesibles) y  "Online & diagnostics" (Online y diagnóstico) de la CPU. Para restablecer la configuración de fábrica del controlador, seleccione la función  "Reset to factory settings" (Restablecer configuración de fábrica) y seguidamente  "Delete IP address" (Borrar dirección IP) y haga clic en  "Reset".
[image: ]
Confirme que realmente desea restablecer la configuración de fábrica haciendo clic en  "Yes" (Sí). 
[image: ]
Detenga la CPU si fuera necesario ( "Yes" (Sí)).
[image: ]

Una vez que se ha restablecido la configuración de fábrica de la CPU, vuelva a hacer clic en  "Update accesible devices" (Actualizar dispositivos accesibles) y ahora podrá ver la dirección MAC del SIMATIC S7-1500 conectado. En  "Online & diagnostics" (Online y diagnóstico),  "Functions" (Funciones), vuelva a seleccionar la opción  "Assign IP address" (Asignar dirección IP). Introduzca aquí, por ejemplo, la siguiente dirección IP: IP address: 192.168.0.1 Subnet mask (Máscara de subred) 255.255.255.0. Ahora haga clic en "Assign IP address" (Asignar dirección IP) y se asignará esta nueva dirección a SIMATIC S7-1500. 
[image: ]
En la ventana  "Info"  "General", se muestra un aviso sobre la correcta transferencia de los parámetros.
[image: ]
[bookmark: _Toc501700177]
Descarga de la actualización de firmware de la página de soporte de SIEMENS
Se pueden descargar gratuitamente las actualizaciones de firmware en la página de Industry Online Support de SIEMENS AG.
Abra un navegador de Internet de su elección e introduzca la dirección  "support.automation.siemens.com".
[image: ]
Seleccione el idioma preferente en  "Language" (Idioma). 
[image: ]


En "Searching for product information" (Búsqueda de información de productos), introduzca la CPU para la que necesita una actualización de firmware. Por ejemplo: "S7-1500 CPU1516F"
[image: ]
En "Filter criteria for entries" (Criterios de filtro para artículos), seleccione "Entry type" (Tipo de artículo)  "Download" (Descarga) y a continuación haga clic en el artículo seleccionable que contenga las actualizaciones de firmware para la CPU y el display correspondiente.
[image: ]

En la ventana siguiente se muestran distintas actualizaciones. Seleccione la opción recomendada para la actualización de la CPU.
[image: ]
En la ventana siguiente debe registrarse si todavía no está registrado. 
( "Yes, I would like to register now" (Sí, deseo registrarme ahora)) o, si ya lo está, inicie sesión con su "Login" (Nombre de usuario) y "Password" (Contraseña). ( "Login" (Iniciar sesión))
[image: ]

Para registrarse, introduzca los datos necesarios, seleccione la opción "Download of export restricted software" (Descarga de software con limitación de exportación) y luego guarde el registro. 
( [image: ]  "Save" (Guardar))
[image: ]
[image: ]

Vuelva a la página de inicio de sesión. Una vez ha iniciado sesión, puede guardar la actualización de firmware en el equipo. ( "Save as" (Guardar como))
[image: ]
Introduzca la ruta de almacenamiento en el equipo y haga clic en  "Save" (Guardar).
[image: ]

De nuevo en el Industry Online Support de SIEMENS AG, puede seleccionar la actualización de firmware para el display. Seleccione la opción recomendada para la actualización. Seguidamente puede guardar la actualización de firmware en el equipo. ( "Save as" (Guardar como))
[image: ]
[image: ]

Introduzca la ruta de almacenamiento en el equipo y haga clic en  "Save" (Guardar).
[image: ]
En el explorador de Windows, haga clic en cada uno de los archivos comprimidos para la CPU y el display, y seleccione  "Extract All..." (Extraer todo) para cada archivo.
[image: ]
[bookmark: _Toc501700178]
Actualización de firmware de la CPU
Ahora se pueden transferir los archivos con la actualización de firmware a la CPU de SIMATIC S7-1500 del modo siguiente.
En el árbol del proyecto, en  "Online access" (Acceso online), vuelva a seleccionar la tarjeta de red que se ha ajustado previamente. Al hacer clic en "Update accesible devices" (Actualizar dispositivos accesibles), se muestra la dirección IP del SIMATIC S7-1500 conectado. Ahora seleccione  "Online & diagnostics" (Online y diagnóstico). En la opción de menú "General", en "Diagnostics" (Diagnóstico) puede comprobar el firmware actual de la CPU.
[image: ]

Vaya al menú  "Functions" (Funciones), a la opción  "Firmware update" (Actualización de firmware)  "PLC". En el submenú  "Firmware loader" (Cargador de firmware), haga clic en  "Browse" (Examinar). 
[image: ]
A continuación, seleccione el archivo de firmware  "6ES7 ***-*****-****.upd" descargado y descomprimido previamente en el equipo y haga clic en  "Open" (Abrir).
[image: ]


En el cuadro de diálogo siguiente se muestra si el archivo de firmware es compatible con la CPU. Inicie ahora la actualización. ( "Run update" (Ejecutar actualización))
[image: ]
El progreso de la actualización y su ejecución correcta se muestran en los cuadros de diálogo siguientes. Para finalizar, confirme con  "OK".
[image: ]
[image: ]
[image: ]
[bookmark: _Toc501700179]
Actualización de firmware del display
Una vez que se ha transferido la actualización a la CPU del SIMATIC S7-1500, se recomienda transferir la actualización de firmware actual al display.
En el árbol del proyecto, en  "Online access" (Acceso online), vuelva a seleccionar la tarjeta de red que se ha ajustado previamente. Al hacer clic en "Update accesible devices" (Actualizar nodos accesibles), se muestra la dirección IP del SIMATIC S7-1500 conectado. Seleccione aquí "Online & diagnostics" (Online y diagnóstico). Vaya al menú  "Functions" (Funciones), a la opción  "Firmware update" (Actualización de firmware)  "Display". En el submenú  "Firmware loader" (Cargador de firmware), haga clic en  "Browse" (Examinar). 
[image: ]
A continuación, seleccione el archivo de firmware  "6ES7 ***-*****-****.upd" descargado y descomprimido previamente en el equipo y haga clic en  "Open" (Abrir).
[image: ]

En el cuadro de diálogo siguiente se muestra si el archivo de firmware es compatible con el display. Inicie ahora la actualización. ( "Run update" (Ejecutar actualización))
[image: ]
El progreso de la actualización y su ejecución correcta se muestran en los cuadros de diálogo siguientes. Para finalizar, confirme con  "OK".
[image: ]
[image: ]
[image: ]
[bookmark: _Toc483048510][bookmark: _Toc501700180]
Información adicional

Con fines orientativos, se ofrece también información adicional para la puesta en práctica y la profundización, como, p. ej.: Getting Started (primeros pasos), vídeos, tutoriales, aplicaciones, manuales, guías de programación y versiones de prueba del software y el firmware, todo ello en el siguiente enlace: 
siemens.com/sce/s7-1500
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image1.jpeg




image2.wmf

image3.png
Cooperates
with Education

Automation

SIEMENS





image4.jpeg




image5.wmf

image6.png
Cooperates
with Education

Automation

SIEMENS





image7.jpeg




image8.jpeg




image9.jpeg




image10.emf

image11.emf

image12.emf

image13.emf

image14.png
v | CPU operator panel

Press Control [CPU 15163 PNIDF]

W nisor

Wode selector: RUN




image15.JPG
Insert  Online

|Tools  window _Help

(5% [ seveprofect

#| Show reference text

» i Online access
» (5 Cord ReaderiUsB memory

v | Details view

4 Portal view

Gewrg.———— |

Support packages
Menage general station description files (GSD)
Start Automation License Manager

LLJ Global libraries

%) Diagnostics

g} Properties

Totally Integrated Automation
PORTAL

syse|

| Find and replace

Soneian O]

[

General | Cross-eferences

s

Energy Suite

Warnings

Time

> |> |Languages & res...




image16.JPG
T4 Siemens

Edit  View

Project

&/ X1

Insert  Online

Tools Window  Help

Options

XN is

L NEER Ve

=R

Totally Integrated Automation

drMME x PORTAL

General

Hardware configuration
PLC programming
STEP 7 Safety

» Simulation

» Online & diagnostics
PLCalarms
Visualization
Keyboard shortcuts
Password providers
Multiuser

CAx

General

General

General settings

User name:
Userinterface language:

Mnemonic:

Show st of recently used
projects:

Tooltips:

mde

English

International
German

emational
§ |3 elements

[T Load last opened project during startup

[ Show truncated texts completely

[ show tooltips (contextsensitive help is available)

syse il

[ sowean





image17.jpeg




image18.jpeg
VMware Network Adapter VMnet1
No Internet

Wi-Fi
(7 Tumed off
Network settings

7 2

WicFi Airplane mode




image19.JPG
Settings

&2 Home

Find a setting

Network & Internet
@ Status

7 WiFi

% Ethernet

@ Dial-up

°® VPN

= Airplane mode
) Mobile hotspot
Data usage

@ Pproxy

Ethernet

VMware Network Adapter VMnet8
No Internet

No Internet

Unidentified network
No Internet

E VMware Network Adapter VMnet1

Related settings

Change adapter options

Change advanced sharing options
Network and Sharing Center
HomeGroup

Windows Firewall




image20.JPG
5« Network Connections

4 ' > Control Panel > Network and Internet > Network Connections

Organize v Disable this network device  Diagnose this connection  Rename this connection
Bluetooth Network Connection Ethern -
Not connected Uniden %) Disable
x Bluetooth Device (Personal Area Intel(R) Sttus
WirFi Diagnose
Not connected ——
% 2l inei(R) Dual Band Wireless AC 82 Bridge Connections

Create Shortcut
Delete

Rename

Properties





image21.JPG
§ Ethemet Properties

Networking  Sharing

Connect using:
&P intel(R) Ethemet Connection (4) 12194

This connection uses the following items:

¥l BB VMware Bridge Protocol ~
8 File and Printer Sharing for Microsoft Networks

¥ B80S Packet Scheduler

[ tcret Protocol Version 4 (TCP/1Pv4) |

[ s, Microsot Network Adapter Mutiplexor Protocol

.a. PROFINET 10 protocol (DCP/LLDP)

.4 Microsoft LLDP Protocol Driver v
- .
s | [ s
Description

Transmission Control Protocol/Intemet Protocol. The defaut
wide area network protocal that provides communication
across diverse interconnected networks.

[ ok ][ cad |





image22.JPG
Internet Protocol Version 4 (TCP/IPv4) Properties X

General

You can get IP settings assigned automatically if your network supports
this capabilty. Otherwise, you need to ask your network administrator

for the appropriate IP settings.

(O Obtain an IP address automatically
(@ Use the following IP address:

1P address: 192.168. 0 . 99
Subnet mask: 255.255.255. 0
E— .

Obtain DNS server address automatically
(@ Use the following DNS server addresses:

e [ ]

Alternate DNS server:

[ validate settings upon exit





image23.jpeg




image24.JPG
1% Siemens —oxX

Totally Integrated Automation
PORTAL

s>

@ Accessible devices

Online &
Diagnostics

===

@ Hep

» Project view





image25.JPG
=R

T4 Siemens
Totally Integrated Automation
PORTAL

Project Edit View Insert Online Options Tools Window Help

& X X O (4 MG E R coonline ¥ Gooffine gy [M M ¢

ject

Project tree

= [ Online access
Y Displayhide interfaces
~ [ intel(R) Ethernet Connection (4) 1219-1M 18|
2 Update accessible devices
~ [ plc_1[192.168.0.1]
[ Gniine & diagnostics
» g Program blocks
» [ Technology objects
» [ PLC data types
» [ Intel(R) Dual Band Wireless-AC 8265 =
» [ PCinternal [Local] =)
» [ PLCSIM [PNIIE] )
» [ TeleService [Automatic protocol detection il
» [ Card ReaderiUSB memory

sayelqr [

9, Properties ‘i.lnfc I Diagnostics
General Compile Energy Suite

oll messages

Message
Scanning for devices on interface Intel(R) Ethernet Connection (4) 1219 M was started.
Scanning for devices completed for interface Intel(R) Ethernet Connection (4) 1219-LM. Foun..

]

‘i Scanning for devices completed for int





image26.JPG
Project

i (Y H sove projc

lemens
Insert  Online

= ¥

Edit  View

Options

X D@

Tools

Window  Help
NEER & ine ¥ G

ox

Totally Integrated Automation
k PORTAL

500 [192.168.0

Devices

~ [ Online access
Y Displayhide interfaces
~ 3 intel

4/ Oniine & diagnostics

» g Program blocks

» [ Technology objects

» [ PLC data types

» [2 online card data
» [ ints
» [ PCinternal [Local]
» [ PLCSIM [PNIIE]

» [ Card ReaderiUSB memory

Ethernet Connection (4) 12194M

£ Update accessible devices
~ [ plc_1500.profinetschnittstelle_1 [192.168.0.1]

R) Dusl Band Wireless-AC 8265

» [ TeleService [Automatic protocol detection]

» Diagnostics

Settime

» Firmware update
Assign PROFINET device na.
Reset to factory settings
Format memory card
Save senvice data I

gyxaa

Assign IP address to the device

Devices connected to an enterprise network or directly to the intemet must be
protected against unauthorized access, e.g. by use of firewalls and network se¢
For more information about industrial security, please visit =
emens.comfindustrislsecuri

28 -63 -36 -8F -BD -96

IPaddress:  192.168.0 .1
Subnetmesk: 255 .255.255.0

(7] use router

sonoan T oreel

Router address:

[ AssigniPaddress |

) Assign s device sddress to the module |

v | Details view

20| ¢ ]
|G Properties  |%Info | %l Diagnostics |
|| General | Crosseferences | Compile [ Energy Suite |
(O[]0 [srow il meszoges =
| Message Goto |7 Date
51152017 (&

4 Portal

Scanning for devices on interface Intel(R) Ethernet Connection (4) 1219-LM was started.

X

Scanning for devices completed for int.




image27.JPG
‘g Properties |} Info | %) Diagnostics
|| General | Crosseferences | Compile | Energy Suite |
@@‘Q} Show all messages [
| Message Goto |? Date Time
€3 ~ The IPaddress could not be assigned. ?  5M5/2017 12:14:00PM
{8 The set command could not be executed. 51152017 12:14:00 PM





image28.JPG
{ Siemens
Project Edit View Insert Online Options Tools Window Help
2f N seveproject & XO:e: 3MGER & &

Devices

Totally Integrated Automation

PORTAL

= [y Online access

Y Displayhide interfaces
~ [ Intel(R) Ethernet Connection (4) 1219-LM
£i2 Update accessible devices
~ [ plc_1500 profinetschnittstelle_1 [192.168.0.1]
%/ Online & diagnostics
» g Program blocks

» [ Technology objects
» (&

PLC data types

Online card data

» 8 Intel(®) Dual Band Wireless-AC 8265

» [ PCinternal [Local]

» 3 PLCSIM[PNIIE]

» [ TeleSenvice [Automatic protocol detection]

» (5 Card Reader/USB memory

gagd

=4

v

Details view

4 Portal view

on (4) 1219-LM » plc_1501 0.1] PLC_1[192.168.0.1] - X
]
» Diagnostics - g’
Format memory card £
~ Functions H
Assign IP address g
Settime %
» Firmware update
Assign PROFINET device na IPaddress: 192 . 168 .0 .1
Resettofactorysettings PROFINET device name: | plc_1500.profinetschnittstelle_t 2
g
Save service data d .
L
P Format g
8
&
< [T > [<] m sl |
|G, Properties  |%JInfo | 2| Diagnostics
| General | Cross-references Compile | Energy Suite
<IN 12
I Message Goto |7
@ The oroiect Proiect? was saved successfully.

<

T

e transferred succe.





image29.JPG
Online & diagnostics (0241:000024

Do you really want to format the
memory card?

[ves | [tNo—r]





image30.JPG
Online & diagnostics (0241:0000:

A Formatting a memory card is only permitted in STOP mode. Do

you want to stop the CPU?

| ——





image31.JPG
y Siemens
Project Edit View Insert Online Options Tools Window Help
S DN H sovepriect 8 X s B MEER S coon

(4)12194M » pi

ox

Totally Integrated Automation

PORTAL

Devices

~ [y Online access
Y Displayihide interfaces

~ [ Ints

£ Update accessible devices

% Online & diagnostics

» g Program blocks

» [ Technology objects

» [ig PLC data types

» [2 online card data
» [0 Intel(®) Dual Band Wireless-AC 8265
» [ PCinternal [Local]
» [ PLCSIM[PNIIE]

» (5 Card Reader/USB memory

Ethernet Connection (4) 12194M

~ [ plc_1.profinetinterface_1 [192.168.0.1]

» [ TeleService [Automatic protocol detection] Fll

» Diagno:

~ Functions
Assign IP address
Settime
» Firmware update
Assign PROFINET device na

Reset to factory settings

IPaddress: 192.168.0 .1

o
=]
=
=
2
g
s
@

v | Details view

4 Portal view

Bttt iyt ¢ PROFINET device name: |plc_1 profinet interface_1 3
Format memory card =
Save service data d i
(O Retain IP address -
(@ Delete iF address (]
E
E
- P Reset 3
- v
< I SI[<] m >l |
o 1% tnfn 1€ " " |
|"d Properties  |?}Info |2l Diagnostics |
| General | Cross-references Compile | Energy Suite |
| Message Goto |27 4
) scannin for devices comoleted for interface Intel(R) Ethernet Connection (4)1219-LM. Foun... =
L) >

i Scanning for devices completed for int.





image32.JPG
A Do you really want to reset the module?





image33.JPG
Online & diagnostics (0241:000020;

Resetting is only allowed in STOP mode.
Do you want to stop the CPU?

No |





image34.JPG
y Siemens
Project Edit View Insert Online Options Tools
SF (1 B seveproject 3 XDz

Devices

Window  Help
HER Y

3

= ¢

Totally Integrated Automation
PORTAL

~ [y Online access
Y Displayihide interfaces
~ [ Intel(R) Ethernet Connection (4) 1219-LM
£ Update accessible devices
~ [ Accessible device [28-63-36-8F-8D-96]
4/ Online & diagnostics
» 8 Intel(R) Dual Band Wireless-AC 8265
» [ PCintemal [Local]
» [ PLCSIM[PNIE]
» [0 Teleservice [Automatic protocol detection Tl
» (5 Card Reader/USB memory

L]

L]

L)
|

~ Diagnostics
General
¥ Functions

Assign PROFINET device na

> [x[w

Devices connected to an enterprise network or directly to the internet L~
protected against unauthorized access, e.g. by use of firewalls and net
For more information about industrial security, please visit

http:liwww siemens.comiindustrialsecurity

)
=]
=
=
®
g
s
@

g
2

28 -63 -36 -8F -BD -96 @

IPaddress: 192 .168 .0 .1 I
Subnetmask: 255 . 255 . 255 .0 =
s

[] use router B

Router address:

[ AssigniPadaress |

) Assign a device address to the module |

|d Properties  |?}Info |2l Diagnostics |

[ Cross-references | Compile

| Energy Suite |

|| General

O [show all messages

4 Portal





image35.JPG
Message

°

<]

[ Properties  |*Info [ Diagnostics
[ General | Cross-references | Compile [ Energy Suite |
’@@@‘shmau messages 52

Goto 7

0 Scanning for devices completed for interface Intel(R) Ethernet Connection (4) 1219-LM. Foun..
The parameters were transferred successfully.





image36.jpeg
= start

“~ > 0 ‘ P search or enter web address ‘

| support.automation.siemens.com





image37.JPG
B industry Support Sieme X+

& > O A spporin

SIEMENS

» 4% Industry Online Support International RAEUNIELE » Contact » Help » Support Request Search in Onl
x

> Home & Product Support | & Servig

>English

>Deutsch
> Product Support e articles
> Application Examples > italiano
> Services o
Jsenia s espafiol :; ;‘V;Ara)rme / Shipping, LR (Lioyds Register), LR mySupport Cockpit
> mySupport > 117 | Getting Started SINAMICS $120 in Startdrive

> Favorites
117 | Declaration of Conformity, EC/EU-Declaration of 51 Pi=onial nessages

Conformity, Manufacturer > My requests

> CAx downloads

Searching for product information
> My Products / Clipboard

This is how you get quick and easy current information from our

global support database. Simply enter your specific product Happy Birthday Online Support! [ User online (77)
information —
Product/Article No. Q y

Siemens at Hannover h

mprint | Privacy policy | olicy | Terms o





image38.JPG
H industry Support Sieme X+

&« > 0O ‘ﬂ supportindustry.siemens.com/cs/startZlc=en-DE

Industry Online Su

Home

= v w
» [ Industry Online Support Germany » Deutsch » Contact » Help P Support Request » Site Explorer

& Product Support | 2 Serv

> Product Support
> Application Examples

> Services 2
> Forum mySupport Cockpit
> mySupport

> Favorites

> Personal messages
> My requests

Searching for product information > CAx downloads

> My Products / Clipboard
This is how you get quick and easy current information from our
global support database. Simply enter your specific product Usriopiina:§38)
information.

S7-1500 CPU1516F x Q)

Siemens at Hannover |

© Siemens AG 2009-2017 - Imprint | Privacy policy | Cookie policy | Terms ofuse | Digital ID N





image39.JPG
57-1500 CPUT516F - Dc X |

« >0

SIEMENS

» [ Industry Online Support Germany b Deutsch
> Home > Product Support

Filter criteria for entries
@ Al Products O My Products

Product tree

» Contact » Help

‘ B supportindustry.siemens.com/cs/products?search=S7-1500%20CPU1516F&dtp=Download&min:

» Support Request

Al -
Product Date
Al From
> Search product
18 Entries Filiered by'S7-1500 CPU1516F and 'Download
Entries per page: 20 | 50 | 100 | «l< 1> |»
O » Actions Relevance ¥ mySupport Cockpit
O > Download Firmware update §7-1500 CPUs incl. Displays and ET200 CPUs 0312712017 > Favorites
Firmware update for all $7-1500 GPUs incl. Displays and ET200 CPUs. 1D 109478459 > Personal messages
ek koK 7y (9)

For products: 6ES7513-1AL00-0ABO, 6ES7511-1AK00-0ABO, .. » All products

© Siemens AG 2009-2017 - Imprint | Privacy policy | Cookie policy | Terms ofuse | Digital ID

> My requests
> CAx downloads
> My Products / Clipboard





image40.JPG
B rirmware update S7-15¢ X+

< > 0O e ¥ |

The latest version of firmware in each case is valid for all revision levels of this article number.
A detailed description of performing the firmware update is provided in the entry > 77492231

try.siemens.com/cs/dc

pportind

Overview of article numbers and firmware versions of the $7-1500 CPUs and displays plus ET200 CPUs:

[Articie number’ Software|Upgrade by means of...

version

Latest versions of firmware for update

[BES7510-1DJ01-0AB0
ES7510-15J01-0AB0
|BES7511-1AK01-0ABO
|BES7511-1CK00-0ABO
[sES7511-1FK01-0AB0
[ES7511-1TK01-0AB0
|BES7512-1CK00-0ABO
ES7512-1DK01-0ABO
|BES7512-15K01-0AB0
|BES7513-1AL01-0ABO
|BES7513-1FL01-0AB0
ES7515-2AM01-0AB0
|BES7515-2FM01-0ABO
|BES7515-2TMO1-0ABO
[sES7516-3AN01-0AB0
[sES7516-3FN01-0AB0
|BES7516-2PN00-0ABO
ES7516-2GN00-0ABO
|BES7517-3AP00-0AB0
|BES7517-3FP00-0ABO
[6ES7517-3TP00-0AB0
ES7517-3UP00-0ABO
|BES7518-4AP00-0AB0
|BES7518-4FP00-0ABO
|sES7518-4AP00-3AB0
|BES7518-4FP00-3AB0

V210

Third-party software - Licensing terms and copyright
linformation

[You can find the copyright information for third-party software
contained in this product, particularly open source software, as well
/as applicable licensing terms of such third-party software in the
[Readme_0SS_V210 file

Special information for resellers
IThe information and the license terms in the Readme_OSS_v210
[fle must be passed on to the purchasing party to avoid license
infringements by the reseller or purchasing party.

it o* ReadMe_0SS_v210.htm (3.0 MB)
IRecommended for update:

see description Update V2.1.0 (CPUS)
Jilb o* S7-1500_CPUS_V210.ZIP (543,7 MB)

| Privacy policy

Third-party software - Licensing terms and copyright
linformation





image41.JPG
supportindustry.siemer X

&« > 0O ‘ﬂ supportindustry.siemens.com/regpublic/Log

Are you already registered? First time here?
000K ] Register now fo use the full range of functionality of the
Internet appearance of Siemens. For each of the
] different applications only one regisiration is required!
> Forgotten your password/ login? > Yes, I would like to register now

[ Recognition [l

Please note: Change passwords at regular intervals to raise the protection from data theft





image42.png




image43.JPG
B industry Support Sieme X+

!

&« > 0O ‘ﬂ supportindustry.siemens.com/cs/signup?lc=en-US.

» [ Industry Online Support United States » Contact » Help » Support Request

> Home

> Register

User data * Completion

General access data

Title * OMr. O MrsiMs

Last Name * [ ]

First Name * [ ]

Login * {l [ |

e-Mail * [ 1

©Siemens AG 2009-2017 - Imprint | Privacy policy | Cookie policy | Temns ofuse | Digital ID
< >





image44.jpg
] Download of export restricted software.

Access authorization for the download of export-restricted software
Software that is subject to export restrictions may not be made generally.
sccessible. Access authorization to export-restricted software may only be
granted to selected, registered users.

Ves, | would e to register for access to exportrestricted software.

* Mandatory field




image45.JPG
B rirmware update S7-15¢ X+

é

> O ‘E] supportin

Latest versions of firmware for update

l6ES7510-1DJ01-0AB0
I6ES7510-15J01-0AB0
I6ES7511-1AK01-0ABO
I6ES7511-1CK00-0ABO
I6ES7511-1FK01-0AB0
I6ES7511-1TK01-0AB0
I6ES7512-1CK00-0ABO
I6ES7512-1DK01-0AB0
I6ES7512-1SK01-0ABO
I6ES7513-1AL01-0AB0
I6ES7513-1FL01-0ABO
I6ES7515-2AM01-0ABO
I6ES7515-2FM01-0AB0
I6ES7515-2TM01-0AB0
I6ES7516-3AN01-0AB0
I6ES7516-3FN01-0ABO
I6ES7516-2PN00-0ABO
I6ES7516-2GN00-0ABO
I6ES7517-3AP00-0ABO
I6ES7517-3FP00-0AB0
I6ES7517-3TP00-0ABO
I6ES7517-3UP00-0ABO
I6ES7518-4AP00-0ABO
I6ES7518-4FP00-0ABO
I6ES7518-4AP00-3AB0
I6ES7518-4FP00-3AB0

V210

Third-party software - Licensing terms and copyright
linformation

[You can find the copyright information for third-party software
[contained in this product, particularly open source software, as well
[as applicable licensing terms of such third-party software in the
Readme_OSS_v210 file

Special information for resellers
The information and the license terms in the Readme_OSS_v210
file must be passed on to the purchasing party to avoid license
infringements by the reseller or purchasing party.

lith o* ReadMe_0SS_v210.htm (3.0 MB)
[Recommended for update:

see description Update V2.1.0 (CPUs)
Ji o S7-1500_CPUSs_V210.ZIP (543.7 MB)

Taicd nactucate cinetamme and asmuriah

What do you want to do with S7-1500_CPUs_V210.zip (543 MB)?

From: cache.industry.siemens.com

Save

Save as

Cancel





image46.JPG
« © 4 1 > ThisPC > Desktop > Downloads

Organize ~  New folder
b -
v = ThisPC Name
v m Deskiop
> 1 data
' Downloads

| SCE_DE_012-0C

¥ SCEDE012:0C,,

~|O | Search Downloads

Date modified

No items match your search.

Type

File name: ‘ S7-1500_CPUs V210

Save as type: |Compressed (zipped) Folder

A~ Hide Folders

Save

Cancel





image47.JPG
B rirmware update S7-15¢ X+

é

> O |8 s

Display for $7-1500:

1dustry siemens.com/cs,

¥ |

[cPu type [Article number [FW download
[Display for CPU 1511(F), CPU 1511T, CPU 1511C. 6ES7 591-1AA00-0AAQ > 78301954
[CPU 1512C and CPU 1513(F) 6ES7 591-1AA01-0AA0

Display for CPU 1515(F), CPU 1515T, CPU 1516(F),  |6ES7 591-1BA00-0AAQ > 78300948

CPU 1517(F), CPU 1517T(F), CPU 1518(F) and

CPU 1518(F) ODK

6ES7 591-1BA00-0AAQ





image48.JPG
H Firmware Update for the X+

é

@) ‘E] supportindustry siemens.com

Entry type: Download, Entry ID: 78300948, Entry date: 10/07/2016 o Yr Y Y7 Y7 (0)
> Rate

Firmware Update for the Displays of CPUs 1515(F)/1516(F)/1517(F)/1518(F)

Entry | Associated product(s)

In this entry all firmware version are provided for the displays of GPUs 1515(F)/1516(F)/1517(F)/1518(F).

DESCRIPTION:
‘When updating the firmware, always update to the latest version available for the product and its respective
article number. The previous versions of the firmware are only intended as backup to allow a downgrade to the
original version. Until now this Is not known to have been necessary in any case.

The respective latest version of a firmware is valid for all versions of that article number.
How to update the firmware is described in detail in entry ID > 77492231

Overview of article numbers and firmware versions of the displays of CPUs 1515(F)1516(F)/1517(F)1518(F)

Article Number Software-  Update with...
Version

6ES7591-1BA01-0AAD
V200  Recommended for update:
see description update V2.0.0
Eb o 6ES7591-1BA01-0AAD_V200.ZIP (4.5 MB)
V180  Backup only.
see description update V1.8.0
Eb o 6ES7591-1BA01-0AAD_V180.ZIP (4.4 MB)

What do you want to do with 6ES7591-1BA01-0AA0_V200.zip (4.48 MB)? %
From: cache.industry.siemens.com
Save
Save as

Cancel i





image49.JPG
A 1 > ThisPC > Deskiop > Downloads v 0| | Search Downloads »
Organize > New folder (]
A Name Date modified Type Size
# Quick access
18l 7-1500_CPUs V210 5/15/2017529PM  Compressed (zipp.. 556
@ OneDrive
= This PC
m Desktop
Documents % 5
File name: v
Save as type: |Compressed (zipped) Folder v
A Hide Folders Save Cancel ‘





image50.JPG
Home  Share  View

Compressed Folder Tools

Downloads

Exract

v 4 1 > ThisPC > Desktop > Downloads

= Desktop
Documents
s Downloads
b Music

& Pictures

8 Videos

€. 05(C)
)

~ @
1 cCleaner
| Netscape
7 Norton
TNz

3items  1item selected 543 MB

~

Name

| 6ES7591-1BAOT-0AAD_V200
18] 6ES7591-1BAO1-0AAD_V200

v 0
Date modified

5/15/2017 5:34 PM
5/15/2017 5:34 PM
15/2017 5:29 PM

£ 57-1500_CPUs Y210

Open

Open in new window
Extract All..

W Scan
Shred

Pin to Start
Open with,

Share with

Restore previous versions

Send to

Search Downloads

Type

File folder
Compressed (zipp.
Compressed (zipp.

Size

4,589 KB
556,771 KB





image51.JPG
| Siemens
Project Edit View Insert Online Options Tools Window Help
St DN sevepriect & X0 |5 0GB R Goonine ¥ Gooffine

Devices

tion (4) 1219-LM » Accessible device [19.

Totally Integrated Automation

ox

2 e PORTAL

168.0.1]

~ [ Online access
Y Displayihide interfaces
~ [ Intel(R) Ethernet Connection (4) 1219.
£i2 Update accessible devices
~ [ Accessible device [192.168.0.1]
%/ Oniine & diagnostics

» g Program blocks

» [ Technology objects

PLC data types

Online card data
» [0 intel(R) Dual Band Wireless-AC 8265  Fll
» [ PCinternal [Local] ]
» 3 PLCSIM[PNIIE]
» [ TeleSenvice [Automatic protocol dete.. Fll

» (5 Card Reader/USB memory

< il >

~ Diagnostics

v | Details view

General
Diagnostic status Module

Diagnostics buffer

8
=]
=
=
®
g
s
@

4 Portal view

i Scanning for devices completed for int.

Cycle time [cPu 1516F-3 PNIDP
Ludiifes) [6ES7 516-3FN01-0A80
Display E
[2 P
» PROFINETinterface[X1] 2
» PROFINETinterface[x2] [v201 o
» Functions N = |—
L)
b 5
s
o z
1
Module information
[cPucommon v
[<] w >
| g Properties  |%linfo | %/ Diagnostics




image52.JPG
\, Siemens.
Project Edit View Insert Online Options Tools Window Help To‘ally In(egyatgd e
F3HE ) xin: DLER S ine ¥ Go offl » PORTAL
» Intel(R) Ethernet Connection (4) 1219-LM » Accessible device [192.168.0.1] » CPUcommon [192.168.0.1] - X
» Diagnostics ~
> PLC
~ Functions
* T Onfine access Assign IP address Online data
Y Displayihide interfaces e
+ [0 Intel(R) Ethemet Connection .18, |  ~ Firmware update 6ES7 516-3FNO1-0ABO
Y
il V201

£? Update accessible devices
~ [ Accessible device [192.16
) Online & diagnostics
» g Program blocks
» [ Technology objects
» & PLC data types
» [ online card data

» [ Intel(R) Dual Band Wireless-A...
» [ PCinternal [Local] -
» [3 PLCSIM [PNIIE] "
» [ TeleSenvice [Automatic proto.. Kl
» (5 Card Reader/USB memory
< I >

Local modules
Display
Assign PROFINET device na
Reset to factory settings
Format memory card
Save senice data

< [

Suitable for modules with:

CPUcommon [192.168.0.1]

Firmware loader

Firmware file:
Firmware version:

Article number

P searchiile

Firmware version and higher

)
=]
=
=
s
g
s
@

syse|

souean L]

4 Portal view

9/ Online & dia.

6 Properties

?iInfo | % Diagnostics

Scanning for devices completed for int





image53.JPG
Select firmware file

« v . « Downloads > S7-1500_CPUs V210 > FWUPDATE.S7S

Organize v New folder

|| SCE_DE_012-001_pics
|| SCE_DE_012-001pics
|| SCE_EN_012-001_pics
|| SCE_EN_012-001pics

|Z Documents

& Downloads

D Music

v

<

X

File name: | 6ES7 516-3FN01-0ABO V02.01.00.upd

| | Firmware files (*.upd,".sem)

v | | Search FWUPDATESTS »
- @

Name - Date modified Type sih
[7] 6ES7 515-2AMO01-0AB0 V02.01.00.upd 5/15/20175:36PM  UPD File
[7] 6ES7 515-2FM01-0ABO V02.01.00.upd 5/15/2017536PM  UPD File
[7] 6ES7 515-2TMO1-0ABO V02.01.00.upd 5/15/20175:36PM  UPD File
[7] 6ES7 516-2GN00-0ABO0 V02.01.00.upd 5/15/20175:36PM  UPD File
[7] 6ES7 516-2PN00-0ABO V02.01.00.upd 5/15/20175:36PM  UPD File
[7] 6ES7 516-3AN01-0ABO V02.01.00.upd 5/15/20175:36PM  UPD File
(] 6ES7 516-3FNO1-0ABD V02.01.00.upd 5/15/20175:36PM  UPD File
[ 1] 6E57 517-3AP00-0ABO V02.01.00.upd 5/15/20175:36PM  UPD File
[7] 6ES7 517-3FP00-0ABO V02.01.00.upd 5/15/2017536PM  UPD File
[7] 6eS7 517-37P00-0AB0 V02.01.00.upd 5/15/2017536PM  UPD File
[7] 6ES7 517-3UP00-0ABO V02.01.00.upd 5/15/2017536PM  UPD File

[7] 6ES7 518-4AP00-0ABO V02.01 0upd 5/15/20175:36PM  UPD File 0

>

Open

Cancel





image54.jpeg
emens

Project Edit View Insert Online Options Tools Window Help
$08H a X X O:0: S0LREGR Y

Devices

~ )@ Online sccess
Y Displayhide interfaces

ntel(R) Ethernet Connection .8,
A&7 Update accessible devices

w [l Accessible device [192.16

9/ Online & diagnostics

» 33 Program blocks
» [ Technology objects
» [ PLC dota types
» [ Online card data
ntel(R) Dusl Band Wireles
[ pCintemal [Local]

1 PLCSIM[PNIE]
[ Teles

» (i Card ReaderiUSB memory

»
»
»
»

vice [Automatic proto

< [0 >

v | Details view

4 Portal view

» Diagnostics
v Functions
Assign IP address
Settime
- Firmw
PLC
Local modules

re update

Display
Assign PROFINET device na
Reset to factory s

ttings
Format memory card

Save service dats

a MW E x g

Firmware loader

Firmware file
Firmware version.

Suitable for modules with

Status:

Totally Integrated Automation
POR

C:lUsers\mdelDesktoplDownloads|S7-1500_CAw: “Browse

V210

Anticle number Firmw

6E57 516-3FNO1-0AB0

re version and higher
No restriction

(V) Run fin

[- Aunupdate ) uce e frmware

TAL

51003 aUIUQ =

o

Soneian [

q Properties i, Info % Diagnostics

anning for devices completed for int





image55.JPG
‘Firmware update

»

16% completed

Update firmware.

Remaining time in minutes: 1





image56.JPG
‘Firmware update

8 Activate firmware on target...

Please wait. This process maytake a few minutes.





image57.JPG
The firmware V 2.1.0 was transferred successfully to module
CPUcommon [192.168.0.1] with article number 6ES7

516-3FNO1-0ABO and activated on the module.





image58.JPG
\, Siemens.
Project Edit View Insert Online Options Tools Window Help Totally ImegratedAu(omation
sid ) XD DRER S ine &¥ Go offl ' PORTAL
» Intel(R) Ethernet Connection (4) 1219-LM » Accessible device [192.168.0.1] » CPUcommon [192.168.0.1] - X
i » Diagnostics o B ~
~ Functions
.l Onine access Assign IP address Online data

Y Displayihide interfaces
- 3 int
£? Update accessible devices
~ [ Accessible device [192.16
) Online & diagnostics
» g Program blocks

) Ethernet Connection

» [ Technology objects
» & PLC data types
» [ online card data

» [ Intel(R) Dual Band Wireless-A...
» [ PCinternal [Local] -
» [3 PLCSIM [PNIIE] "
» [ TeleSenvice [Automatic proto.. Kl
» (5 Card Reader/USB memory
< I >
v

Settime
v Firmware update
PLC
Local modules
Assign PROFINET device na
Reset to factory settings
Format memory card
Save service data

< [

Firmware loader

Firmware file:
Firmware version:

Suitable for modules with:

6ES7 591-1BA01-0AAD
V200
CPU display_1

TS

Article number

[¥] [ erowse |
) Searchfile

Firmware version and higher

)
=]
=
=
s
g
s
@

syse|

souean L]

4 Portal view

9/ Online & dia.

6 Properties

?iInfo | % Diagnostics

Scanning for devices completed for int





image59.JPG
Select firmware file X

— v 1 . « Downloads > 6ES7591-1BA01-0AAQ_V200 > FWUPDATE.S7S v O Search FWUPDATE.S7S P
Organize v New folder - @ O
v [l Desktop A Name . Date modified Type Size

> [ dta [ 6ES7 501-1BAO1-0AAD V02.00.00.upd 5/15/20175:34PM  UPD File 4,604 KB

v || Downloads
v [ ] 6ES7591-1BAO1-0AAD_
|| FWUPDATESTS
> [} 57-1500_CPUs V210
|| SCE_DE_011-001_pics
|| SCE_DE_012-001pics
[ | SCE_EN_011-001_pics
71 SCF FN 012-00Tnics ¥ € £
File name: | 6ES7 591-1BA01-0AAD V02.00.00.upd | | Firmware files (upd,sem) |





image60.JPG
\ Siemens OX

Project Edit View Insert Online Options Tools Window Help

Totally Integrated Automation
A" X O:e: 3 NHER Y ir

x & PORTAL

Go offline | fp [

project b =1 U
» Intel(R) Ethernet Connection (4) 1219-LM » Accessible device [192.168.0.1] » CPUcommon [192.168.0.1] - X
Devices W2
» Diagnostics ~|9
v Functions %
~ (3@ Online access Assign IP sddress Firmware loader z
S
Y Displayihide interfaces Sethme o &
~ [J Intel(R) Etheret Connection .. 1|~ Firmware update Firmware file: | C:\UsersimdelDesktoplDownloads|6ES7591-18 v | Browse
&7 Update accessible devices FES Firmware version: [v2.0.0
. 5 = Local modules =
[ Accessible device [19216 T Suitable for modules with:  Aricle number Firmware version and higher B
) Oniine & diagnostics > = %
¥ @ RGO Assign PROFINET device na 6ES7 591-1BAD1-0AA0 No restriction
I et o e Reset to factory settings " ol
» IR PLC doto types Format memory card E
» [= online card data B pc | 5’
» [ Intel(R) Dual Band Wireless-A_.. il B
» [ PCinternal [Local] L] ‘"
» [0 PLCSIM[PNIE] 4
» [ TeleSenvice [Automatic proto.. Kl
g i
» (5 Card Reader/USB memory o
< L 2 [¥] Run fin

v | Details view

< [l >

2 Diagnostics

4 Portal view 9/ Online & dia. Scanning for devices completed for int.




image61.JPG
‘Firmware update

0%  completed

Update firmware.

Remaining time in seconds: ?





image62.JPG
The firmware V 2.0.0 was transferred successfully to module
CPU display_1 with article number 6ES7591-1BA00-0AAOQ and

activated on the module.





